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SECTION 1 ,
MANUFACTURER'S NAME EMERGENCY TELEPHONE NO.
E. I. du Pont de Nemours & Co. (Inc.) (302) 774-7500
ADDRESS (Nun:bcr, Street, City, State, and ZIP Code)
Wilmington, Delaware 19898
CHEMICAL NAME AND S.YNONYM-S . . . TRADE NAME AND SYNONYMS
Hydrochloric acid, muriatic acid Hydrochloric Acid 20°
CHEMIC AL FAMILY . FORMUL A
ineral Acid HCl1
SECTION I HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS % (J:i"’s) ALLOYS AND METALLIC COATINGS % (Jn"i:")
P IGMENTS BASE METAL
CATALYST ALLOYS
VEHRICLE METALLIC COATINGS
SOLVENTS FILLER METAL
PLUS COATING OR CORE FLUX
ADDITIVES OTHERS
QOTHERS
) TLY
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES i % (Units)
N.A.°
SECTION Il PHYSICAL DATA
BOILING POINT (°F-) 182 SPECIFIC GRAVITY (HZOIH 1 160
. PERCEN o] i
VAPOR PRESSURE (mm Hg.) ‘ 25 By VOLJJN\(/E L‘a:;' LE 100
VAPOR DENSITY {AIR-1) EVAPORATION RATE
1. 27 (butyl acetate = 1) greater than 1
SOLUBILITY IN WATER
v Complete
APPE NCE AND O
Cleat” ¢&]dtless o light Vellow fuming hamd with a pungent odor
SECTION IV FIRE AND EXPLOSION HAZARD DATA
FLASH POINT {Method used) FLAMMABLE LIMITS Lel Uel
(non-flammable)
EXTH HING
X W’a cglory chemical, carbon dioxide, foam
SPECIAL FIRE FIGHTING PROCEDURES
Neutralize with chemically basic substances such as soda ash or .slaked lime.
Wear full protective clothing. Cool tank with water if exposed to fire.
UNUﬁAL FIRE AND EX%OSION HAZARDS
ontact with common metals produces hydrogen gas which may form
explosive mixtures with air.

* not licable
not appiica NOTICE FROM DU PONT

The data in this Material Safety Data Sheet relates only to the specific material designated herein and does not
relate to use in combination with any other material or in any process.
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SE.__ION V HEALTH HAZARD DATA _,
THRESQHOLD LIMIT VALUE

ppm (maximum allowable concentration according to ACGIH)

EFFECTS OF OVEREXPOSURE

Causes burns. Inhalation of fumes results in coughing and choking ' e
sensation. ' '

EMERGENCY AND FIRST AID PROCEDURES - —
Flush skin or eyes with plenty of water for at least 15 minutes while removing

contaminated clothing and shoes. For inhalation, leave contaminated area.

If not breathing apply artificial respiration, oxygen. Call a physician.

SECTION VI REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID

STABLE X

INCOMPATABILITY, (Materials to avoid) .
héorroswe to most metals with evolution of hydrogen gas.

HAZARDOUS DECOMPOSITION PRODUCTS
Hvdrogen chloride vapors, hydrogen

CONDITIONS TO AVOID
HAZARDOUS MAY OCCUR

POLYMERIZATION

WILL NOT OCCUR X

SECTION Vil SPILL OR LEAK PROCEDURES

STEPS TO BE TAXEN IN CASE MATER'AL_ 1S R_ELgASED OR_SPILLED . . .
Remove sources of ignition. Stay upwind of spill. If necessary to enter spill

area, wear self contained breathing apparatus and full protective clothing

including boots.

ast ﬁ'&?ﬁ“&r‘f&%ﬁgmv with water apphed to entire spill. Washings should be

neutralized with soda ash or lime before discharging to a sewer.

SECTION Vill SPECIAL PROTECTION INFORMATION

nEsmﬁxTonv pfonscnou (Spe ify type)

T normal use .
LoqAL EXHAUST . sreciaLMlaintain acid vapor in
VENTILATION Maintain adequate ventilation air ar 10 ppm or less
[JMEEHANICAL (General) OTHER
nknown :
PROTECTIVE (‘ DVES F PROTECT!
1ong rubber or plastic coated gloves Chémical safety goggles or face shield

HB%@%TEQCQXE%TE'{Q " Yubber apron, rubber boots, hard hat, long sleeve shirt

SECTION IX SPECIAL PRECAUTIONS -

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING . .
rotect against physical damage. Store in cool, open or well-ventilated

places, separated from all oxidizing materials. Keep container closed.

OTHER PRECAUTIONS . )
Wash clothing before re-use. Keep containers out of sun and away from

heat. Never use pressure to empty.

A-79859  For more information refer to: J 5/72
Du Pont Hydrochloric Acid Bulletin A-76719
Manufacturing Chemists Association SD-39
National Fire Protection Association, Manuals 49, 491 M
American Conference of Governmental Industrial Hyglemsts
Threshold Limit Values for 1971 ‘
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